ADTV DECODER SETTINGS for decoders other than the Startrack 2016

Decoder Settings
Satellite: Intelsat 20 (IS-20)
Position: 68.5° East
Band: 1.5 Mb
Frequency: 12,522 MHz
Vertical Symbol Rate: 27,500 Ksym/s
F.E.C.: ¾
Polarization: Vertical
Dish Size: Ku-band

Setup instructions on DSTV Decoders except PVR model
Multichoice /DSTV Decoders Dsd660,720i, 910 and upwards.
Using your Remote Control Unit:
1) Press “MENU” button
2) Move down to “Advanced Options” and press OK.
3) On “Dish Installation”, select and press OK.
4) Enter PIN Code “9 9 4 9”. (if needed for older sofware)
5) On “Dish Installation” menu, move down to Network 2
6) Use right arrow to select “DStv W7” menu. Press OK
7) Move to FREQUENCY on line 6 & press OK. Enter 12522, then press OK
8) Check that the Symbol Rate is 27500.
9) Move down to “FEC” and use right arrow to change to ¾. Press OK.
10) Move down to Polarity and user right arrow to change it to “Vertical”.
11) Move down to “Use NIT”, and change it to NO. Press OK.
12) Move down to “Accept displayed values”, and press OK
13) Dish Installation menu should display24)
14) Move down to “Scan all networks” Scanning may take several minutes.
15) Press “TV” button and move down to “Public IS20” and press “OK”.
16) Press P+ or P- until you find the required Channel
17) To return to DSTV, press “TV” button and select DSTV.